SfIfA NISCL Elevation

DESIGN E Series Wall Mount Curved Hoods

- / /,'

E shown with molding EDP2 shown with molding

package 1 Classical E with hardwood base package 2 (simple) EHW with curved battens
_________________________ L
Standard Widths ] -_3_6_ 42,48, 54and60orcustom
Standard Heights 30, 36, 42, 48 or custom - Order height needed — do not trim
|Removable Top option (RT) -N/C option which is available

-Not available on 30” wide hoods

i-requires %" of distance from top of hood to ceiling in order to lift
thood over guide clips

*On RT hoods there are important structural components which
icannot be compromised. Any cutting or moving of any structural
:component will immediately void all warranties and may
compromlse the structural integrity of the hood.

Standard Assumptions IGram will be vertical

iField trimming is not recommended — order height which is

ineeded

530” must get baffle liner adjustment if getting Imperial Liner ISL or
_________________________________________________________________ P
Depthofhood 22,05
Depth of hood to tips of moldings 'Hardwood or Stainless base (22-1/4)
. [(Classical,Simple&Basic(23-3/8)
Distance moldings protrude past sides 'SS or Hardwood -0
_________________________________________________________________ Classical , Simple & Basic add 2-1/4” to overall width
Y_":E‘_t_'_'?_t_‘?_r______________________________________________________S_t_@!n_'ﬁ%?_M_Q_de_tn?_'_r_e_'}{'_@?h__B_?_fﬂﬁ_Qr_!m_p?_r_'_a_'__"_r_\fe_r ____________________
Baffle / Imperial ISL (if 30”) liner Adjustment IHardwood increase base height by 2-3/4,

iDPZ and RA base increase base height by 1”
‘DP1 increase base height by 2”
NOTE 30” wide will not accommodate Imperial IPL liner

Available option - RT- Removable top

- Veneer delete on upper section if using plaster — center
molding will be shipped loose (Not suitable for painting)

- Stainless Steel baffle base

- Sorrento pull out spice racks

- Hardwood Battens

Available customization

Yes —recommended if using aftermarket vent

700 South Glaspie Street « Oxford, Ml 48371 « (248) 572-6880 « email: sales@wood-hood.com * www.wood-hood.com

2023 27 Copyright Stanisci Design 2023 all rights reserved



- STANISCL

Elevation

DESIGN

E Series

E; S(tjandard T EHW- Hardwood Base
/ |}
EHW 36
E 23 EHW 42
£ 48 EHW 48
E 04 EHW 54
E 60 EHW 60

E- Decorative Panel

— "T‘m Base
ERA 36 / | )
ERA 42 | EDP1 36 /
ERA 48 b\ EDP1 42 /
ERA 54 =% \ > EDP148 —<£__
ERA 60 EDP1 54 =

EDP1 60

E- with Single Square Base with a

Single Panel (Horizontal Grain on Carving
Base) , T
ERSS 36 L tEp 42
; , EEB 42
ERSS 42 -
. EEB 48
ERSS 48 g
_ , EEB 54
ERSS 54 = . EEB 60
ERSS 60 i
e ) |

T““l Base

| /\) ERS 48

ESS- Stainless Base with
Baffle liner

ESS 36
ESS 42
ESS 48
ESS 54
ESS 60

E- with Double Square
\ ERS 36
ERS 42

ERS 54
ERS 60

E- Applied Grape Base

Please note the banding is cut from a solid

Hardwood Banding is available on all E hoods. H

piece of wood so there is both long grain and
end grain which will stain differently, care |

must be taken during the staining process to

attain an even color. Failure to attain an even
color is not considered a defect.
36” gets 2 on the face and 2 on each side

42-48” get 3 on the face and 2 on each side

54-60” gets 4 on the face and 2 on each side ' :

Must Specify height, should not be cut down in the field Call for custom widths / heights
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