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Georgetown

G-Series Wall Mount Hood

Standard 

Base G 

Hood

Classical 

Molding 

Package 

1

top crown molding is not included* Applied molding �

access panel

option shown on a 

standard base G.

Order ARP option

for decorative 

removable option
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G Series
Standard Widths 36, 42, 48, 54 and 60 or custom
Standard Heights Standard base� 30�

All other bases � 32�
Custom heights available 

Removable Top option (RT) ‐N/C option which is available � does not change appearance
‐Not available on 30� wide hoods
‐requires ¾� of distance from top of hood to ceiling in order to lift hood over 
guide clips
*On RT hoods there are important structural components which cannot be 
compromised.   Any cutting or moving of any structural component will 
immediately void all warranties and may compromise the structural integrity 
of the hood.

Applied  removable Panel (ARP)
Applied molding removable access panel allows access and decorative accent

Standard Assumptions Grain will be vertical unless specified otherwise
Chimney can be trimmed in field
If 30� wide must get baffle liner adjustment

Depth of hood 22.25" 
Depth of hood to  tips of moldings Hardwood  or Stainless base  (22‐1/4)

Classical , Simple & Basic (23‐3/8)
Distance moldings protrude  past sides SS or Hardwood  ‐ 0 

Classical , Simple & Basic add 2‐1/4� to overall width
Ventilator  Stainless Modernaire Mesh, Baffle or Imperial liner  
Baffle / Imperial ISL (if 30�) liner Adjustment 30� wide & getting Imperial ISL will need baffle adjustment � IPL not 

compatible.

Standard Base � Increase by 1�
Hardwood increase base height by 2‐3/4,   
DP2 or RA base � increase base height  by 1� 
DP1 increase base height by 2�

Available Moldings Hardwood (none), Classic, Simple or Basic 
Available options ‐ Stainless Steel baffle base

‐ RT‐ Removable top
‐ ARP‐ Applied molding removable panel front

Available customization Yes � recommended if using aftermarket vent
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F

Chim Width

*30� SB 32.25� 8� 30� 12� 9.5�

*30� DB 32.25� 10� 32� 12� 9.5�

*30� HW or 

SS

NA 6� 32� 12.75� 11�

36� SB 38.25� 8� 30� 12� 15.5�

36� DB 38.25 10� 32� 12� 15.5�

36� HW or SS NA 6� 32� 12.75� 17�

42� SB 44.25� 8� 30� 12� 21.5�

42� DB 44.25� 10� 32� 12� 21.5�

42� HW or SS NA 6� 32� 12.75� 23�

48� SB 50.25� 8� 30� 12� 27.5�

48� DB� 50.25� 10� 32� 12� 27.5�

48� HW or SS NA 6� 32� 12.75� 29�

54� SB 56.25� 8� 30� 12� 33.5�

54� DB 56.25� 10� 32� 12� 33.5

54� HW or SS NA 6� 32� 12.75� 35�

60� SB 62.25� 8� 30� 12� 39.5�

60� DB 62.25� 10� 32� 12� 39.5�

60� HW or SS NA 6� 32� 12.75� 41�

*- Will accommodate a 6�round or smaller

SB= Standard Base

DB (Decorative Base) = RA, DP1, DP2, RS, RSS

SS= Stainless base with baffle liner included

HW- Hardwood base
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G- Raised Panel Arched Base

*Access panel option is available

GRA 36

GRA 42

GRA 48

GRA 54

GRA 60

G- Standard Hood

*Access panel option is available

G 36

G 42

G 48

G 54

G 60

G- Decorative Arched Base

*Access panel option is available

GDP1 36

GDP1 42

GDP1 48

GDP1 54

GDP1 60

G- Applied Grape Base and Chimney 

Carving w/ Beaded Top

*Access panel option is available

GBTEBT 36

GBTEBT 42

GBTEBT 48

GBTEBT 54

GBTEBT 60 

G- Raised Panel Arched Base

w/ Beaded Top

*Access panel option is available

GRABT 36

GRABT 42

GRABT 48

GRABT 54

GRABT 60

G- Hardwood base

*Access panel option is available

G HW 30

G HW 36

G HW 42

G HW 48

G HW 54

G HW 60

G- Stainless base with baffle liner

*Access panel option is available

G SS 30

G SS 36

G SS 42  

G SS 48

G SS 54

G SS 60

G- Raised  Panel Square Base

GRS 36

GRS 42

GRS 48

GRS 54

GRS 60

G- Raised  Panel Square Base with Single 

Panel 

(Base Grain is Horizontal)

GRSS 36

GRSS 42

GRSS 48

GRSS 54

GRSS 60
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G- Standard Base w/ Removable Raised

Panel Top

GRT 36

GRT 42

GRT 48

GRT 54

GRT 60

G- Applied Grape Base Carving

with Removable Raised Panel Top

GRTEB 36

GRTEB 42

GRTEB 48

GRTEB 54

GRTEB 60

G- Raised Panel Arched Base 

w/ Removable Raised Panel Top

GRART 36

GRART 42

GRART 48

GRART 54

GRART 60

G- Decorative Arched base w/ Beaded Top

*Access panel option is available

GDP1BT 36

GDP1BT 42

GDP1BT 48

GDP1BT 54

GDP1BT 60

G- Applied Grape Base Carving

*Access panel option is available

GEB 36

GEB 42

GEB 48

GEB 54

GEB 60 

G- Applied Grape Base and Chimney Carving

*Access panel option is available 

GEBT 36

GEBT 42

GEBT 48

GEBT 54

GEBT 60

G- Standard Base w/ Beaded 

Top

*Access panel option is available

GBT 36

GBT 42

GBT 48

GBT 54

GBT 60

G- Applied Grape Base Carving

w/ Beaded Top

*Access panel option is available

GBTEB 36

GBTEB 42

GBTEB 48

GBTEB 54

GBTEB 60 

40

Georgetown

G-Series


