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Hartford

H Series Wall Mount Range Hood

H-Series with arched valance, 

traditional corbels and molding package 1
Crown molding not included

H-Series with standard valance,

base cabinets and corbels

8-1/8� deep shelf - overall

9�

12�

10-1/2� 
13-1/2� 

Corbels are 

an option

8-1/8� between moldings

Wainscot panel removes 

for easy install

2� fixed top rail 

to mount crown
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H Series
Standard Widths 54, 60, 66 or custom
Standard Heights 44, 50, 56   ‐ To determine height take ceiling height minus 66� and 

plus 13.5�.  This will leave hood 30� above range .
Removable panel

Standard on hood unless request otherwise
Standard Assumptions ‐Will have a removable panel with a 4� top rail with 2� being fixed

‐54� and 60� will have two panels while wider hoods will be 3 panels
‐Minimum width would be range plus 18� for legs unless building 
code requires more width
‐9� wide columns

Depth of hood 22.25" 
Depth of hood to  tips of moldings Classical , Simple & Basic (23‐3/8)
Distance moldings protrude  past sides 0

Ventilator  Stainless Modernaire Mesh, Baffle or Imperial liner  
Baffle liner Adjustment DP2 or RA base � increase base height  by 1� 

DP1 increase  base height by 2�
Available Moldings Classic, Simple or Basic 
Available option ‐Corbels � should be around 5 x 5 x 10
Available customization Yes � recommended if using aftermarket vent
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H- Arched Valance

HRA 5444*

HRA 6044*

HRA 6644

HRA 5450*

HRA 6050*

HRA 6650

HRA 5456*

HRA 6056*

HRA 6656

H- Standard Valance

H 5444*

H 6044*

H 6644

H 5450*

H 6050*

H 6650

H 5456*

H 6056*

H 6656

*Top center panel is two panels rather than three, due to width of hood

H-Series hood are designed to accept the following corbel sizes

COR-AC2, COR-TT2, CBL-PRW3, CBL-ART3, CBL-PPC3, CBL-ARF3

Standard heights of 44, 50 and 56� (custom heights available)

H- Decorative Panel Base

HDP1 5444*

HDP1 6044*

HDP1 6644

HDP1 5450*

HDP1 6050*

HDP1 6650

HDP1 5456*

HDP1 6056*

HDP1 6656
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Hartford

H Series


