 STANISCL Axton

DESIGN AX-Series Wall Mount Range Hood

. 5
‘ﬁ@ \ G y r
e #
‘K @q@?

—\_—_._\___\_\_ L | %
- -~ —
- - -
-

i» Standard slat spacing will be 3/4”
Standard assumptions i All slats will be equal height

i» Average weight could exceed 100 pounds. Hood must be properly
i anchored to the wall

Ventilation Hood must be a minimum of 1” wider than available vent width.

iExample: To use a 36” vent, the hood should be a minimum of 37”
___________________________________________________ wide. ]
Grain Direction Horizontal
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- STANISCL

AXTON

DESIGN

AX-Series

Standard Heights: 24, 30, 36, 42, 48

AX - 2 Slat

AX-2 37
AX-2 43
AX-2 49
AX-2 55

AX-2 61

AX-2 31 %
%‘“%;%% ﬁyy

AX - 3 Slat

AX-3 31 %’

AX-3 37
AX-3 43

AX-3 49 ‘Q%M

AX-3 55
AX-3 61

AX-4 31
AX-4 43 —— |~
=

AX-4 55 _ |
AX-4 61 -

AX -5 Slat

AX-5 31
AX-5 37
AX-5 43
AX-5 49
AX-5 55
AX-5 61

AX - 6 Slat

AX-6 31
AX-6 37
AX-6 43
AX-6 49
AX-6 55
AX-6 61
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Sflfé NISCL Ashland

DESIGN

A-Series Wall Mount Range Hood

3-1/4” tall flat for
crowntowrap = T—

Panel removes for
easier installation,
beads hide the seam

erall

A-Series with standard base,
molding package 1

Top crown molding is not included*

A Series §

Standard Widths 133,36,39,42,45,48,51,54,57,60,63 or custom |
Standard Heights 130, 36, 42, 48 or custom (24” will not have removable panel) |
|Removable panel :

I Is standard- there will be two seams in beading to allow for access. _|
Standard assumptions iBase Height — 10”

__________________________________________________ [Distance between moldings8-1/8” |
Depthofrearbox 18-3/4" ]
Depthofhood | 22.25" ]
Depth of hood to_tips of moldings 23-3/8" ]
Distance moldings protrude pastsides 0”
Ventilator iStainIess Modernaire Mesh, Baffle or Imperial liner - order 3” less
__________________________________________________ ithan hood width example 39” hood gets 36" vent |
|Baffle liner Adjustment EARA (10”) increase base height to 11”
.. ADP1(10”) increase base heightto 12" |
Available Moldings __________ Classic SimpleorBasic ]
Available Options  Corbelfillers ]
Available customization Yes — recommended if using aftermarket vent
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STANISCL

DESIGN

Ashland

A-Series

Standard heights of 30, 36 and 42” (custom heights available)

A- Standard Hood

A 33
A 39
A 45
A 51
A 57
A 63

A- Decorative Panel Base

ADP1 33

ADP1 39

ADP1 45

ADP151 |

ADP157 | | | 'u
ADP1 63 7—

T
“\___J -

A- Acanthus Base

AAB 33
AAB 39
AAB 45
AAB 51
AAB 57
AAB 63

A- Arched Door Base

ARA 33
ARA 39
ARA 45
ARA 51
ARA 57
ARA 63

A- Applied Grape Base Carving

AEB 33
AEB 39
AEB 45
AEB 51
AEB 57
AEB 63

A- Acanthus

AABT 33
AABT 39
AABT 45
AABT 51
AABT 57
AABT 63

700 South Glaspie Street « Oxford, Ml 48371 « (248) 572-6880 « email: sales@wood-hood.com * www.wood-hood.com
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STANISCIL

DESIGN

Birmingham
B- Series Wall Mount

D
1 \\ B-Series hood 36 x 42 BDP1-Series 54 x 42
. depicted _ shown with classic
« with DP1 base and classic

molding package 1,
corbels and Sorrento
Hood Supports

molding package 1

top crown molding not included *

B Series i

Removable Top Option iNot Available

............................................... 4--._.__._._.--._.__._._.--._.__._._.--._.__._._.--._.__._._.--._.__._._.__._.__._._.__._

Standard assumptions Gram will be vertical unless specified
Base height — 6” for Hardwood or Stainless base
Base height — 12” (Panel is 11.5” if DP1, DP2 or RA)

iHardwood NA
iClassical (24-11/16")
_______________________________________________ Simple (24-7/16”)

Dist Idi trud t the |
stance mordings protrude pastthe ies s, BB or Hardwood - 0”
sides of hood :

iCIassicaI add 4-3/4”
Simple 4-5/16”

............................................... T e R e N S S s

Ventilator 'Stainless Modernaire Mesh, Baffle or Imperial liner

iHardwood (6”) increase base height to 8.75”
iAll other bases do not require height increase

i—Veneer delete on upper section if using plaster — center molding will
ibe shipped loose (Not suitable for painting)
-—Stalnless Baffle Base

Available customization Yes —recommended if using aftermarket vent

700 South Glaspie Street « Oxford, Ml 48371 « (248) 572-6880 « email: sales@wood-hood.com * www.wood-hood.com
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STANISCL Birmingham

DESIGN

B- Series

Standard heights of 30, 36 and 42" (custom heights available)

B- Standard Hood with Hardwood base BSS- With Stainless Baffle base

B 36 — BSS 36
| T\W BSS 42

B 42

B 48 / \ BSS 48

B 54 BSS 54

B 60 o BSS 60
' |

B- Decorative Panel Base 1

B- Decorative Panel Base 2

BDP1 36 ——
BDP1 42 J ™ BDP2 36
BDP1 48 | BDP2 42
BDP1 54 \ BDP2 48
BDP1 60 BDP2 54
BDP2 60
T :
L
B- Arched Door Base r______ﬂ‘\l
Lo
BRA 36 //
BRA 42 —
BRA 48
BRA 54
BRA 60

700 South Glaspie Street « Oxford, Ml 48371 « (248) 572-6880 « email: sales@wood-hood.com * www.wood-hood.com
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 STANISCL Bristal

DESIGN BX —Series Wall Mount Hood

BX-Series BX-Series with beading option
BX-Series with stainless baffle base option

________________ BX Series i o
Standard Widths 130,36,42,48, 54and60orcustom |
StandardHeights 124,30,36,42,480rcustom ]
Removabletop .. {Only availableon BXHW hoods |
Standard assumptions iGrain will be horizontal unless vertical is specified

iHeights with upper box is over 48” will require an additional

iextension.

Optional beading will be V groove
__________________________________________________ 5.’:-'.".@@‘.".’99.‘2'-'?.@?91_Q_F’_'E'_‘?_"!___9_"_@_elf_8__7_5_'_f_8_‘?_t_t_'_“_8_9?ff|_‘?____________________
Depthofhood 22" ]
Depth of hood to tips of moldings NAL ]
Distance moldings protrude past sides ion
Ventilator iStainless Modernaire Mesh, Baffle or Imperial liner

:BXHW (6”) increase base height to 8.75” for Baffle Liner
BXHW 30” wide must have base height adjusted if using IPL or ISL

Available option ,—Horlzontal beading (grain must be horizontal when horizontal
'beading option selected)
—Stamless Steel baffle base

Available customization Yes — recommended if using aftermarket vent
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STANISCI Bristal

DESIGN BX —Series
Standard heights of 24, 30, 36, 42 and 48” (custom heights available)

BX- Standard Hood BX - With horizontal beaded option
BX 30 I BX30 | T
BX 36 BX 36 S
BX 42 BX 42
BX 48 BX 48 -
BX 54 BX 54 -
BX 60 % Bxeo L. T P

BXHW- Hardwood base BXHW- Hardwood base with beaded option
BXHW 30 BXHW 30
BXHW 36 BXHW 36
BXHW 42 BXHW 42 -
BXHW 48 BXHW 48 .
BXHW 54 BXHW 54
BXHW 60 / BXHW 60
BXSS- With Stainless Steel baffle base* BXSS- With Stainless Steel baffle base* &
horizontal beading option
BXSS 30 I T
BXSS36 BXSS30 —
BXSS 42 BXSS 36 I
BXSS 48 BXSS 42 i
BXSS 54 BXSS 48 -
BXSS 60 BXSS 54
[ BXSS 60 [

* Baffle base is axi‘ull liner (lights, switches, baffles and only
needs addition of a blower. Blower options: 300 (with
reducer), 600, 1000, 1200, 1200 Remote and 1500 Remote
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STANISCL Cambridge

DESIGN C-Series Wall Mount
— 8 R B
CHW Series hood CPL Series with beading option ~ C Series stainless baffle base CSL Series with beading option
... Cseries oo ettt
Standard Widths 30,36,42,48, 54and60orcustom
Standard Heights  14,30,36,42,48,540orcustom
|[Removable Top option - RT -N/C option which is available - 30” wide will fit mesh or baffle (with increased

iheight) of ISL with Baffle height increase

i—requires %" of distance from top of hood to ceiling in order to lift hood over

iguide clips

E*On RT hoods there are important structural components which cannot be

icompromised. Any cutting or moving of any structural component will
R immediately void all warranties and may compromise the structural integrity __|
Standard assumptions iGrain will be horizontal unless specified

iMoIdings on CSLand CPL will be basic unless specified

iOptionaI beading will be a v groove

:30” wide must get base height adjustment if using ISL (IPL not available at 30”

________________________________________________________ wide) ]
Depth of hood '22 25"
Depth of hood to tips of moldings IHardwood 22-1/4” (no moldings)
e CSLand CPL- 23-3/8” ]
|IDistance moldings protrude past sides 'SS or Hardwood -0 “
e (Classical, Simple & Basic - add 2-1/4" tooverall |
|9*! imney Height 4" (3-1/2” exposed since 1/2” behind molding)
Chimney Width 'CHW and Stainless base - 13” less than base of hood
... CPL&CSL14-1/2"lessthanwidthnotincludingmoldings |
Ventilator 1

Stainless Modernaire Mesh, Baffle or Imperial liner (see below)
.. {Notte: 30” wide will not accommodate a IPL, SM1000 or SM1200 CFM unit |
IBaffle / Imperial ISL (if 30”) liner ICHW (6”) increase base height to 8.75” for Baffle (or if 30” Imperial- ISL)
Adjustment is needed ECPL (6”) increase base height to 8.75” for baffle (or if 30” Imperial- ISL)

iCSL (8”) increase base height to 10” for baffle (or if 30” Imperial- ISL)
________________________________________________________ 30” will not accommodate an Imperial - IPLliner
Available Moldings Hardwood (none), Classic, SimpleorBasic |
Available option :—RT Removable top

‘Horizontal beading (grain must be horizontal when horizontal beading option
_______________________________________________________ selected)
Available customization Yes — recommended if using aftermarket vent
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STANISCI Cambridge

DESIGN

C-Series

Standard heights of 30, 36 ,42”, 48 and 54” (custom heights available)

CHW- C with 6” Hardwood base CHW- C with 6” Hardwood base & bead option
CHW 30 | CHW 30
CHW 36 \ CHW 36
CHW 42 L CHW 42
CHW 48 I\ CHW 48
CHW 54 ! bk CHW 54
CHW 60 P CHW 60
CPL- With 6” Base & basic moldings CPL- With 6” Base, basic moldings and bead
TR option L
CPL 30 [ —
CPL 36 CPL 30 : '
CPLA42 CPL 36
CPL 48 L CPL 42 )
CPL 54 J CPL 48
CSL- With 8” Slab arch base CSL- With 8” Slab arch base and bead
option I
CSL 30 ==
CSL 36 / \ CSL 30
CSL 42 \ CSL 36
CSL 48 _ CSL 42
CSL 54 T CSL 48
CSL 60 ' . s CSL 54
CSL 60
CSS- C with 6” Stainless Baffle Base CSS- C with 6” Stainless Baffle Base and bead
= option
CSS 30 /
CSS 36 ' CSS 30
CSS 42 \ CSS 36
CSS 48  —— B! CSS 42
CSS 54 ——ia _ CSS 48
CSS 60 gl CSS 54
CSS 60

* Baffle base is a full liner (lights, switches, baffles and only needs addition of a blower. Blower options: 300 (with
reducer), 600, 1000, 1200, 1200 Remote and 1500 Remote
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SfIfA NISCL Charlotte

DESIGN CX-Series Wall Mount

CXHW Series hood CXPL Series CXSL Series

|[Removable Top option - RT E—N/C option which is available - 30” wide will fit mesh or baffle (with increased
iheight) of ISL with Baffle height increase
i—requires %" of distance from top of hood to ceiling in order to lift hood over
iguide clips
E*On RT hoods there are important structural components which cannot be
icompromised. Any cutting or moving of any structural component will
] immediately void all warranties and may compromise the structural integrity __|
Standard assumptions iGrain will be horizontal unless specified
iMoIdings on CXSL and CXPL will be basic unless specified
iOptionaI beading will be a v groove

:30” wide must get base height adjustment if using ISL (IPL not available at 30”

________________________________________________________ Wide)
Depth of hood '22 25"
Depth of hood to tips of moldings IHardwood 22-1/4” (no moldings)
e CXSLaAnd CXPL - 23-3/8” ]
|Distance moldings protrude past sides 'SS or Hardwood -0
e (Classical, Simple & Basic - add 2-1/4" tooverall
IChimney Height No chimney
Ventilator 4 ------------------------------------------------------------------------------------------------------

iStainIess Modernaire Mesh, Baffle or Imperial liner (see below)
________________________________________________________ Note: 30" wide will not accommodate a IPL, SM1000 or SM1200 CFM unit |
IBaffle / Imperial ISL (if 30”) liner ECXHW (6”) increase base height to 8.75” for Baffle (or if 30” Imperial- ISL)
Adjustment is needed ECXPL (6”) increase base height to 8.75” for Baffle (or if 30” Imperial- ISL)

'CXSL (8”) increase base height to 10” for Baffle (or if 30” Imperial- ISL)
. 30"willnotaccommodate an Imperial - IPLliner |
Available Moldings ‘Hardwood (none), Classic, Simple orBasic
Available option I—RT Removable top

'Horizontal beading (grain must be horizontal when horizontal beading option
_______________________________________________________ selected)
Available customization ,Yes — recommended if using aftermarket vent
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STANISCL

Charlotte

DESIGN

CX-Series

Standard heights of 24, 30, 36 ,42” and 48” (custom heights available)

CXHW- CX with 6” Hardwood base

CXHW 30
CXHW 36
CXHW 42
CXHW 48
CXHW 54
CXHW 60

CXPL- with molding

CXPL 30
CXPL 36
CXPL 42
CXPL 48
CXPL 54 ,
CXPL 60 cdese

CXSS- C with 6” Stainless Baffle Base

CXSS 30

CXSS 36

CXSS 42

CXSS 48

CXSS 54 ;
CXSS 60 e

-~
-

* Baffle base is a full liner (lights, switches, baf-f-lééland only needs addition of a blower. Blower options: 300 (with
reducer), 600, 1000 or 1200CFM

CXHW- CX with 6” Hardwood base & beading
option

CXHW 30 e
CXHW 36
CXHW 42
CXHW 48
CXHW 54
CXHW 60

CXSL- CX with 8” Slab base

CXSL 30 - Lo
CXSL 36 , S
CXSL 42 / 1
CXSL 48 / E
CXSL 54 / y
CXSL 60 / =
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 STANISCL Dalton

DESIGN D-Series Curved Wall Mount

D-Series hood 36 x 42 depicted DDP1-Series 54 x 48 shown with molding package
with decorative panel base and molding package 2. 1, CBL-PRV7 and Corbel Plinth blocks.

top crown molding not included* Top crown molding not included

D Series |
Standard Widths }_3_9_4_2_,__48_,_ 54and60orcustom ]
Standard Heights 130, 36, 42, 48 or custom — Order height needed — do not cut down in
o ffield
Removablepanel  Notavailableonthisstylehood |
Standard Assumptions iGrain will be vertical unless specified otherwise |
Depthofhood 225"

Total Depth of hood to tips of moIdingsiHardwood or Stainless base (22-1/4)
iClassical (24-11/16)
e Simple (24-7/16) ]
Distance moldings protrude past sides ESS or Hardwood -0
iClassical add 4-3/4

iSimpIe & Basic 4-5/6

Ventilator istainless Modernaire Mesh, Baffle or Imperial liner |
Baffle liner Adjustment EDHW (6”) increase base height to 8.75”

__________________________________________________ {All other bases do not require a height increase |
Available Moldings Hardwood (none), Classicor Simple |
Available option E-Veneer delete on upper section if using plaster — center molding will|

ibe shipped loose (Not suitable for painting)
E-Stainless Baffle base
i-Sorrento pull out spice racks

__________________________________________________ g g e e

Available customization i

Yes — recommended if using aftermarket vent
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SflfA NISCL Dalton

DESIGN

D-Series

Standard heights of 30, 36 and 42” (custom heights available)

D- Standard Hood DSS- Stainless Baffle Base Option
D 36 W ‘ DSS 36 T

D 42 DSS 42 | ]

D 48 DSS 48 f

D 54 e DSS 54 / >

D60 DSS60

D- Decorative Panel Base D- Arched Door Base
DDP1 36 DRA 36 [ }
DDP1 42 DRA 42 | |
DDP1 48 .'I | DRA 48 ,." I".. ".\
DDP1 54 Loy DRA 54 / \__
DDP160 === DRA 60 - )
_— ﬂﬁiﬁ '=‘—I__=——=—:—: - 4;?
E e —— F_%_=
s e / Rreen—
D- 6” Hardwood Base
— |
DHW 36
DHW 42
DHW 48
DHW 54
DHW 60 t ‘
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SfIfA NISCL Elevation

DESIGN E Series Wall Mount Curved Hoods

. / /";

i i . EDP2 shown with moldin
I1E (sg;\;vgl Cvevlllt)h molding package E with hardwood base vackage 2 (Simple) 9 EHW with curved battens
E Series i

Standard Widths 36448 54and60or custom
Standard Heights ___ 130,36,42, 48 or custom - Order height needed —donottrim
|Removable Top option (RT) :—N/C option which is available

-Not available on 30” wide hoods

i—requires %" of distance from top of hood to ceiling in order to lift

ihood over guide clips

E*On RT hoods there are important structural components which

icannot be compromised. Any cutting or moving of any structural

:component will immediately void all warranties and may
e ..______ icompromise the structural integrity of the hood.
Standard Assumptions ,Gra|n will be vertical

iFieId trimming is not recommended — order height which is

ineeded

:30” wide must get base height adjustment if using IPL (ISL not

ava"ableat30vvlde) _________________________________________________________
Depthofhood ] 22,25
Depth of hood to tips of moldings iHardwood or Stainless base (22-1/4")
_________________________________________________________________ Classical, Simple & Basic(23-3/8")
|Distance moldings protrude past sides ESS or Hardwood - 0”
_________________________________________________________________ Classical, Simple & Basic add 2-1/4” to overall width
ventilator ___ stainless Modernaire Mesh, Baffle or Imperial liner
|Baffle / Imperial ISL (if 30”) liner Adjustment iEHW (6”) increase base height to 8.75” for Baffle (or if 30” wide

iISL)

EEDPZ (10”) and ERA (10”) increase base height to 11” for Baffle (or

iif 30” wide ISL)

iEDPl (10”) increase base height to 12” for Baffle (or if 30” wide

11SL)
_________________________________________________________________ NOTE: 30” wide will not accommodate Imperial IPL liner
Available Moldings  Hardwood (none), Classic, SimpleorBasic
Available option _ RT- Removable top

- Veneer delete on upper section if using plaster — center

i molding will be shipped loose (Not suitable for painting)

- Stainless Steel baffle base

i- Sorrento pull out spice racks

- Hardwood Battens
Avaie lbethstRRYEAEGEet < Oxford. MI 48371 - (248) 5Ys6888CHMAIE 8ieddwistaghabie o rkawmenbod-hood.com
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- STANISCL

Elevation

DESIGN

E Series

E; S(tjandard T EHW- Hardwood Base
/ |}
EHW 36
E 23 EHW 42
£ 48 EHW 48
E 04 EHW 54
E 60 EHW 60

E- Decorative Panel

— "T‘m Base
ERA 36 / | )
ERA 42 | EDP1 36 /
ERA 48 b\ EDP1 42 /
ERA 54 =% \ > EDP148 —<£__
ERA 60 EDP1 54 =

EDP1 60

E- with Single Square Base with a

Single Panel (Horizontal Grain on Carving
Base) , T
ERSS 36 L tEp 42
; , EEB 42
ERSS 42 -
. EEB 48
ERSS 48 g
_ , EEB 54
ERSS 54 = . EEB 60
ERSS 60 i
e ) |

T““l Base

| /\) ERS 48

ESS- Stainless Base with
Baffle liner

ESS 36
ESS 42
ESS 48
ESS 54
ESS 60

E- with Double Square
\ ERS 36
ERS 42

ERS 54
ERS 60

E- Applied Grape Base

Please note the banding is cut from a solid

Hardwood Banding is available on all E hoods. H

piece of wood so there is both long grain and
end grain which will stain differently, care |

must be taken during the staining process to

attain an even color. Failure to attain an even
color is not considered a defect.
36” gets 2 on the face and 2 on each side

42-48” get 3 on the face and 2 on each side

54-60” gets 4 on the face and 2 on each side ' :

Must Specify height, should not be cut down in the field Call for custom widths / heights
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STANISCL

DESIGN

Elegance

E2 Series Wall Mount Curved Hoods

E2 Series

|Removable Top option (RT)

Standard Assumptions

|Baffle liner Adjustment / 30” Imperial

Available customization

24 30, 36 42 48 or custom — Order height needed — do not cut
idown in field

E—N/C option which is available - 30” Wide hood - It will fit ISL, IPL,
imesh or baffle (with increased height)

i—requires %" of distance from top of hood to ceiling in order to lift
thood over guide clip

E*On RT hoods there are important structural components which
icannot be compromised. Any cutting or moving of any structural
icomponent will immediately void all warranties and may
-compromlse the structural integrity of the hood.

Graln will be vertical on upper section.

,Gram to be horizontal on base

- HW base will be 6”

- DP2, RS and RSS Base will be 10” tall. Grain on base will be

i horizontal

i- RSS base panels are horizontal grain

E-Top depth is 11.875” at 26” above the base. It increases in depth
'foIIowing the curve lower.

'Fleld trimming is not recommended — order height which is needed

Stainless Modernaire Mesh, Baffle or Imperial liner

All 30” wide must get base height adjustment if using ISL

E2HW (6”) or E2PL (6”) increase base height to 8.75" for Baffle (or if
30” wide ISL)

E2RA (10”), E2DP2 (10) increase base height to 11” for Baffle (or if
30” wide ISL)

E2RSS (10”) — no change

Hardwood (none)
PL, DP2, RSS — basic is standard other can be used

- Curved battens
- RT- Removable top
- Stainless Steel baffle base

Depth of top can be changed but will change depth of hood since
radius cannot be modified.

Customization is recommended if using aftermarket vent
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STANISCL

DESIGN

Elegance

E2 Series

E2HW- HARDWOOD BASE

E2HW 30
E2HW 36
E2HW 42
E2HW 48
E2HW 54
E2HW 60

E2DP2 — DP2 BASE

E2DP2 30
E2DP2 36
E2DP2 42
E2DP2 48
E2DP2 54
E2DP2 60

=

E2SS- Stainless Base with

Baffle liner

E2SS 30
E2SS 36
E2SS 42
E2SS 48
E2SS 54
E2SS 60

E2PL — STANDARD BASE

E2PL30
E2PL 36
E2PL 42
E2PL 48
E2PL 54
E2PL 60

e
——

E2RSS - RSS BASE

E2RSS 30
E2RSS 36
E2RSS 42
E2RSS 48
E2RSS 54
E2RSS 60

Hardwood Batten is available on all E2 hoods. Please note the
banding is cut from a solid piece of wood so there is both long
grain and end grain which will stain differently, care must be
taken during the staining process to attain an even color.
Failure to attain an even color is not considered a defect.
E2HW shown.
30-48” Hoods get 4 Battens
54-60” Hoods get 5 Battens

Must Specify height, should not be cut down in the field Call for custom widths / heights
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STANISCL

DESIGN

Eastland

E3 Series Wall Mount Curved Hoods

E3 Series

Standard Assumptions

Available customization

524, 30, 36, 42, 48 or custom — Order height needed — do not cut
:down in field

iGrain will be vertical

- HW base will be 6”

DP2, RS and RSS Base will be 10” tall. Grain on base will be
horizontal

- RSS base panels are horizontal grain

-Top depth is 12” at 26” above the base. It increases in depth
foIIowmg the curve lower.

F|eId trimming is not recommended — order height which is needed

:E3HW (6”) increase base he|ght to 8.75”
-E3DP2 (10”) increase base height to 11”
'E3RSS (10”) and E3RS (10”)- no change

iDepth of top can be changed but will change depth of hood since
radius cannot be modified.
‘Customization is recommended if using aftermarket vent
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SflfA NISCL Eastland

DESIGN E3 Series

E3HW- E3RSS — RSS BASE
Hardwood slab
E3RSS 30
E3HW 30 E3RSS 36
E3HW 36 E3RSS 42
E3HW 42 E3RSS 48
E3HW 48 E3RSS 54*
E3HW 54 E3RSS 60*
ESHWG60 — Horizontal Grain on base
1 ; panel
E3RS — RS BASE [
o [ E3DP2 — DP2 BASE
E3RS 30 r
E3RS 36 E3DP2 30
E3RS 42 | ; E3DP2 36
E3RS 48 E3DP2 42
E3RS 54 E3DP2 48
E3RS60  / E3DP2 54
E3DP2 60
Horizontal Grain on
base panel

E-3 with RSS base shown with
hardwood banding.

Harwood Banding is available on all E3 hoods. Please note
the banding is cut from a solid piece of wood so there is
both long grain and end grain which will stain differently,
care must be taken ion the staining process to attain an
even color. Failure to attain an even color is not considered
a defect.

30-48” Hoods get 4 Battens

54-60” Hoods get 5 Battens

Must Specify height, should not be cut down in the field Call for custom widths / heights
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STANISCL Foxcote

DESIGN FX Series Wall Mount Hood's
_____________ FXSeries .
Standard Wldths 30 36, 42, 48, 54 and 60 or custom

- When ordered with upper door — door will be removable — upper door is
i applied and has 1/8” reveal on both sides and the top
... When ordered without upper door —notremovable
Standard Assumptions — Grain is horizontal
iCustomers can define number of door panels on base and top — they do not
'have to be the same
:Door RULES
i - 30” wide hoods — Can have 1-2 panels not 3 if raised
|- 6” base will be increased to 8.75” for raised panels or baffle liner
-Slngle panel — Requires MDF
: - Panels — are all equal distance apart
! -Lower base will have a 1/32 reveal on both sides of slab or panel
E Upper panel — 1/8” reveal on top and two sides
i— If door on top — customer will define number of panels, hoods which are
i over 48” AND not MDF or flat veneered MDF will have 3 equal door panels.
i Single doors only available when MDF
i— If door on base— customer will define number of panels, hoods which are
i over 48” AND not MDF will have 3 equal door panels. Standard base is 6” -
i Base door must be FLAT panel or increased to 8.75” for raised. Grain on
: base will be horizontal
—standard top depth is 12”

................................................................................................................................................

Available customization 'Yes —recommended if using aftermarket vent
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 STANISCL Foxcote

DESIGN FX Series

FX- Standard Hood FX with batten option

b

FXBP — 1 Base Panel FXBP — 2 Base Panel FXBP — 3 Base Panel

— ot ., \

‘ I ==

FXUP — 2- Upper Panel FXUP — 3- Upper Panel
”"T?..,\ o B\

FXBPUP 2-1

700 South Glaspie Street « Oxford, Ml 48371 « (248) 572-6880 * email: sales@wood-hood.com * www.wood-hood.com

2023 39 Copyright Stanisci Design 2023 all rights reserved



 STANISCL Fanfare

DESIGN FX2 Series Wall Mount Hoods
\‘\
____________ FX2series .
Standard Wldths 30 36, 42, 48, 54 and 60 or custom

Removable Top option - RT 5
-N/C option which is available
E-RT option is available on hoods equal or over 36” wide.
i-requires %” of distance from top of hood to ceiling in order to lift hood over
iguide clips
E*On RT hoods there are important structural components which cannot be
icompromised. Any cutting or moving of any structural component will
iimmediately void all warranties and may compromise the structural integrity of
e thehood.
Standard Assumptions i—Grain will be vertical on upper section.
iGrain to be horizontal on base
iDoor RULES
'6” base —on HW or PL
iDPZ, RSS — 10” base height with basic molding
i—top depthis 12”
:Field trimming is not recommended — order height which is needed
—Standard top depth is 12” — can request 13”

-22.25"
Ventilator ‘Stainless Modernaire Mesh, Baffle or Imperial liner
Baffle liner Adjustment / 30” :Any 30” wide hood getting Imperial ISL or IPL will need base height adjustment
wide Imperial FX2HW (6”) and FX2PL (6”) increase base height to 8.75” if getting Baffle (or if

130” wide ISL)
EFXZDPZ (10”) increase base height to 11” for Baffle (or if 30” wide ISL)
{FX2RS (10”)- no change

................................................................................................................................................

Available option -Horlzontal Grain —n/c
__________________________________________ SBattens
Available customization Yes — recommended if using aftermarket vent
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STANISCL

DESIGN

Fanfare

FX2 Series

FX2HW- HARDWOOD BASE

FX2HW 30
FX2ZHW 36
FX2HW 42
FXZ2HW 48
FX2HW 54
FX2HW 60

FX2DP2 — DP2 BASE

FX2DP2 30
FX2DP2 36
FX2DP2 42
FX2DP2 48
FX2DP2 54 —
FX2DP2 60

Hardwood Battens are available in all FX hood

versions. Please consider how the crown

molding will be mounted if you select Hardwood

battens for this hood. FX2HW shown with

battens.

FX2PL- Plain Base

FX2PL 30
FX2PL 36
FX2PL 42
FX2PL 48
FX2PL 54
FX2PL 60

FX2RS — RS Base

FX2RS 30
FX2RS 36
FX2RS 42
FX2RS 48
FX2RS 54
FX2RS 60

FX2SS- STAINLESS BAFFLE BASE

FX2SS 30
FX2SS 36
FX2SS 42
FX2SS 48
FX2SS 54
FX2SS 60
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STANISCIL Georgetown

DESIGN G-Series Wall Mount Hood

top crown molding is not included*

Standard Applied molding —
Base G access panel
Hood option shown on a
Classical standard base G.
Molding Order ARP option
Package for decorative
1 removable option
G Series i
Standard Widths '3_5__4_?_ 48,54and60orcustom ]
Standard Heights IStandard base— 30"

AAll other bases —32”
________________________________________________________ Custom heights available ]
Removable Top option (RT) -N/C option which is available — does not change appearance
-Not available on 30” wide hoods
i-requires %" of distance from top of hood to ceiling in order to lift hood over
iguide clips
i*On RT hoods there are important structural components which cannot be
icompromised. Any cutting or moving of any structural component will
'immediately void all warranties and may compromise the structural integrity
.of the hood.

Standard Assumptions IGraln will be vertical unless specified otherwise
:‘Chimney can be trimmed in field
30” wide must get base height adjustment if using ISL (IPL not available at 30”

________________________________________________________ wide) ]
Depthofhood . .. 22,0 ]
Depth of hood to tips of moldings :Hardwood or Stainless base (22-1/4")
________________________________________________________ Classical, Simple & Basic (23-3/8”) |
Distance moldings protrude past sides :SS or Hardwood - 0”
e eeeeeeeenee fCi2SICAL, SiMple & Basic add 2:1/4” tooverallwidth ]
Ventilator . S_JE?_' nless Modernaire Mesh, Baffle or Imperial liner |
Baffle / Imperial ISL (if 30”) liner :30” wide must get base height adjustment if using ISL

Adjustment iStandard Base (8”) increase base height to 9”

EGHW (6) increase base height to 8.75” for Baffle (or if 30” wide ISL)
iGDP2 (10”) and GRA (10”) increase base height to 11” for Baffle (or if 30” wide

ISL)
________________________________________________________ GDP1 (10”) increase base height to 12” for Baffle (or if 30" wide ISL)
Available Moldings Hardwood (none), Classic, SimpleorBasic |
Available options - Stainless Steel baffle base

- RT- Removable top
: ARP- Applied molding removable panel front

Available customization \Yes — recommended if using aftermarket vent
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STANISCL

DESIGN

Georgetown

G-Series

5-13/16” —

between
classical
molding
5-3/4" —
simple
molding

A
Width of Hood

*30” SB

*30” DB

*30” HW or
SS

36” SB

36” DB

36” HW or SS
42” SB

42” DB

42” HW or SS
48” SB

48,9 DB”

48” HW or SS
54” SB

54” DB

54” HW or SS
60” SB

60” DB

60” HW or SS

Tips of
mlds

32.25”
32.25”
NA

38.25”
38.25
NA
44.25”

44.25”
NA
50.25”
50.25”
NA
56.25”
56.25”
NA
62.25”
62.25”
NA

C
Base Ht

8”
10”
6,’

=
10”
=
=
10”
=
=
10”
=
=
10”
=
=
10”
=

30”
32”
327

307
32”
32”
307

32”
32”
307
32”
32”
307
32”
32”
307
32”
32”

E F

12”
12”
12.75”

127
127
12.75”
12”

127
12.75”
12”
127
12.75”
12”
12”
12.75”
127
12”
12.75”

*- Will accommodate a 6”round or smaller

SB= Standard Base
DB (Decorative Base)

HW- Hardwood base

Hood Height Chim Depth ~ Chim Width

9.5”
9.5”
1 17’

15.5”
15.5”
177
21.5”

21.5”
23”
27.5”
27.5”
29~
33.5”
33.5
35~
39.5”
39.5”
41~

=RA, DP1, DP2, RS, RSS
SS= Stainless base with baffle liner included
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- STANISCL

DESIGN

Georgetown

G-Series

G- Standard Hood
*Access panel option is available

G 36
G42

G 48
G54
G 60

G- Raised Panel Square Base

GRS 36 -—""’D
GRS 42 _

GRS 48 =1
GRS 54 |
GRS 60 {

G- Decorative Arched Base
*Access panel option is available

GDP1 36
GDP1 42
GDP1 48
GDP1 54
GDP1 60

G- Hardwood base
*Access panel option is available

G HW 30
G HW 36
G HW 42
G HW 48
G HW 54
G HW 60

G- Raised Panel Square Base with Single
Panel

GRSS 36
GRSS 42
GRSS 48
GRSS 54
GRSS 60

G- Applied Grape Base and Chimney
Carving w/ Beaded Top
*Access panel option is available

GBTEBT 36
GBTEBT 42
GBTEBT 48
GBTEBT 54
GBTEBT 60

G- Stainless base with baffle liner
*Access panel option is available

G SS 30
G SS 36
G SS42
G SS 48
G SS 54
G SS 60

G- Raised Panel Arched Base
*Access panel option is available

GRA 36
GRA 42
GRA 48
GRA 54
GRA 60

G- Raised Panel Arched Base
w/ Beaded Top
*Access panel option is available

GRABT 36
GRABT 42
GRABT 48
GRABT 54
GRABT 60
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STANISCL Georgetown

DESIGN

G-Series

G- Decorative Arched base w/ Beaded Top G- Standard Base w/ Removable Raised G- Applied Grape Base Carving
*Access panel option is available Panel Top with Removable Raised Panel Top

iy

GDP1BT 36 GRT 36 GRTEB 36 4
GDP1BT 42 GRT 42 ﬂ. GRTEB 42 T
GDP1BT 48 GRT 48 ==\ GRTEB 48 , \
GDP1BT 54 GRT 54 GRTEB 54 Voo
GDP1BT 60 GRT 60 ‘/ GRTEB 60 A
— |
G- Raised Panel Arched Base
w/ Removable Raised Panel Top G- Standard Base w/ Beaded G- Applied Grape Base Carving
Top w/ Beaded Top
GRART 36 *Access panel option is available *Access panel option is available
GRART 42
GRART 48 GBT 36 GBTEB 36
GRART 54 GBT 42 GBTEB 42
GRART 60 GBT 48 GBTEB 48
GBT 54 GBTEB 54
GBT 60 GBTEB 60
G- Applied Grape Base Carving G- Applied Grape Base and Chimney Carving
*Access panel option is available *Access panel option is available
GEB 36 GEBT 36
GEB 42 GEBT 42
GEB 48 GEBT 48
GEB 54 GEBT 54
GEB 60 GEBT 60
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SfIfA NISCL Hartford

DESIGN H Series Wall Mount Range Hood

2” fixed tOp rail 54, 60 and 66” 18.3/4,1 p,"ar
to mount crown

Wainscot panel removes

for easy install \
8-1/8” deep shelf - overall
\i

—
8-1/8” between moldings I

Corbels are

an option /97
13-112 10-1/2”
H-Series with arched valance, -,
traditional corbels and molding package 1 H-Series with standard valance,

Crown molding not included base cabinets and corbels 9”
__________________ HSeries
Standard Widths 54,60,660rcustom ]
Standard Heights §44, 50, 56 - To determine height take ceiling height minus 66” and

iplus 13.5”. This will leave hood 30” above range .

............................................................................................................................................

|Removable panel

Standard Assumptions i—WiII have a removable panel with a 4” top rail with 2” being fixed
§—54” and 60” will have two panels while wider hoods will be 3 panels
E—Minimum width would be range plus 18” for legs unless building
icode requires more width
5—9” wide columns

Depthofhood  222s" ]
Pepth ofhoodto tips of moldings iclassical, Simple & Basic (23-3/8") |
Distance moldings protrude pastsides .0 ]
Ventilator . Stainless Modernaire Mesh, Baffle or Imperial liner |
Baffle liner Adjustment ‘HDP2 (10”) and HRA (10”) increase base height to 11”
__________________________________________________ HDP1 (10”) increase base heightto12”
Available Moldings ___ (Classic,SimpleorBasic ]
Availableoption ~ iCorbels—shouldbearound5x5x10 |
Available customization iYes — recommended if using aftermarket vent

700 South Glaspie Street « Oxford, Ml 48371 « (248) 572-6880 « email: sales@wood-hood.com * www.wood-hood.com

2023 46 Copyright Stanisci Design 2023 all rights reserved



SflfA NISCL Hartford

DESIGN

H Series

Standard heights of 44, 50 and 56” (custom heights available)

H- Standard Valance
H- Arched Valance

H 5444* *

H 6044* | J— HRA 5444"
H 6644 HRA 6044
HRA 6644

H 5450* | *

H 6050* HRA 5450"
H 6650 A HRA 6050
@ HRA 6650

i

H 5456* *

H 6056* HRA 5456"
H 6656 HRA 6056
HRA 6656

H- Decorative Panel Base

HDP1 5444* -
HDP1 6044* e e
HDP1 6644 ‘”ﬂlu | l

HDP1 5450* I
HDP1 6050* [t -
HDP1 6650 | '

HDP1 5456*
HDP1 6056*
HDP1 6656

*Top center panel is two panels rather than three, due to width of hood
H-Series hood are designed to accept the following corbel sizes
COR-AC2, COR-TT2, CBL-PRW3, CBL-ART3, CBL-PPC3, CBL-ARF3
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STANISCIL Huntington

DESIGN

H2 — Series Wall Mount Range Hood

2” fixed top rail to

mount crown - 18-3/4” pillar
4
% %
\
Wainscot panel
| L
removes for easy vent
install
8-1/8” deep __|| e |
shelf - overall —_—
H2-Series with arched valance, sorrento —
hood supports & baseplates (see page 12), ”
o . . . 6
provincial corbels with simple molding ¢
package 2 o
Crown molding not included

________________ H2 Series & ]
Standard Widths 42, 48,54, 60,66, 72 orcustom
Standard Heights §32, 38, 44- To determine height take ceiling height minus 66”plus 2”.
_________________________________________________ iWill put hood 30" aboverange |
Standard Assumptions -—W|II have a removable panel with a 4” top rail with 2” being fixed

:—42 -54 " will have two panels while wider ones will be 3 panels
E—Minimum width would be range plus 12” for legs unless building
icode requires more width

-Legs are 6” wide . Legs will always have a FLAT panel regardless of
ipanel style chosen for rest of the hood

...........................................................................................................................................

...........................................................................................................................................

Ventilator iModernaire Stainless Mesh, Baffle or Imperial liner |
Baffle liner Adjustment -H2DP2 (10”) and H2RA (10”) increase base height 11”
_________________________________________________ {H2DP1 (10”) increase base heightto12”
Available Moldings Classic, SimpleorBasic |
Available option -—Sorrento Leg supports with pull out spice racks — Please see page 89
_________________________________________________ fforavailableoptions ]
Available customization :Yes —recommended if using aftermarket vent
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STANISCL

Huntington

DESIGN

H2 — Series

Standard heights of 26, 32, 38 and 44” (Height is height of hood and does not include any sorrentos - custom
heights available)

H- Standard Valance

H2 4232*
H2 4238*
H2 4244*

H2 4832*
H2 4838*
H2 4844*

H2 5432*
H2 5438*
H2 5444*

H2 6032
H2 6038
H2 6044

H2 6632 H2 7232
H2 6638 H2 7238
H2 6644 H2 7244

H- Decorative Panel Base

H2DP1 4232*
H2DP1 4238* In
H2DP1 4244* I T

H2DP1 4832*
H2DP1 4838*

B |

H2DP1 4844* \

H2DP1 5432* |
H2DP1 5438

H2DP1 5444*

H2DP1 6032
H2DP1 6038
H2DP1 6044

H2DP1 6632 H2DP1 7232
H2DP1 6638 H2DP1 7238
H2DP1 6644 H2DP1 7244

H- Arched Valance

H2RA 4232* T
H2RA 4238 | l——_ —
H2RA 4244* _
H2RA 4832*

H2RA 4838* —

H2RA 4844* \;
H2RA 5432* ;

H2RA 5438* H
H2RA 5444* -
H2RA 6032

H2RA 6038

H2RA 6044

H2RA 6632 H2RA 7232

H2RA 6638 H2RA 7238

H2RA 6644 H2RA 7244

See Sorrento section for
additional Sorrento Hood
Supports

*Top center panel is two panels rather than three, due to width
of hood. H2-Series hood are designed to accept the 6”

Sorrento Hood Supports
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 STANISCL |-Series

DESIGN ISLAND Range Hoods

One side removes for easy access
(see price sheet for details)

Applied molding on two sides — One side is

removable
Standard | series Order ARP option
and molding package 1
| Series- ISLAND ;
Standard Widths 36,42,48, 54and60orcustom
Standard Heights Helght — specified by customer (cannot be trimmed
___________________________________________________ specify exactheight)
Standard Assumptions -—Graln will be vertical unless specified otherwise
... Order6” wider than cooking surface for best capture area
Depthofhood .} QA
Depth of hood to tips of moldings -Classmal , Simple & Basic (26-3/8) overall
Distance moldings protrude_past sides ¢] assical, Simple & Basic add 2-1/4 tooverall width
Width of Chimney 110" less than box of hood (36” wide hood has a 26” wide chimney)
IDepth of Chimney i114” deep
Ventilator 'Stamsu Stainless ISLAND Mesh, or ISLAND Baffle
Baffle liner Adjustment .Standard Base increase by 2” to 10”

IDP2 (10”) and RA (10”) increase base height to 12”
iIDP1 (10”) increase base height to 13”

____________________________________________________________________________________________________________________________________________

Available Moldings (Classic, Simple orBasic .
Available option - Applied molding removable panel front
Available customization YYes —recommended if using aftermarket vent
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 STANISCL |-Series

DESIGN ISLAND Range Hoods

I- Standard Hood |- Applied Grape Base Carving (two sides)

S ) I- Applied Grape Base and Chimney
*Access panel option is available

Carving (two sides)
*Access panel option is available

*Access panel option is available

36 IEB 36 )

| 42 IEB 42 IEBT 36

148 IEB 48 IEBT 42

| 54 IEB 54 IEBT 48

160 IEB 60 IEBT 54

IEBT 60

I- Arched Base (two sides) - Decorative Arched Base (two sides) |- Standard Hood w/ Beaded Top

*Access panel option is available *Access panel option is available *Access panel option is available

IRA 36 _ IDP1 36 IBT 36

IRA 42 ) IDP1 42 7 IBT 42

IRA 48 IDP1 48 IBT 48

IRA 54 IDP1 54 IBT 54

IRA 60 IDP1 60 IBT 60
I- Applied Grape Base Carving (two sides) W/ |- Applied Grape Base and Chimney I- Decorative Arched Base (two sides)
Beaded Top Molding (two sides) w/ Beaded Top w/ Beaded Top
*Access panel option is available *Access panel option is available *Access panel option is available
IBTEB 36 IBTEBT 36 IDP1BT 36
IBTEB 42 IBTEBT 42 IDP1BT 42 _AJ———“1
IBTEB 48 IBTEBT 48 IDP1BT 48 JJ___I:FI
IBTEB 54 IBTEBT 54 IDP1BT 54 775
IBTEB 60 IBTEBT 60 IDP1BT 60
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 STANISCL Jacksonville

D ES I G N = ies Wall Mount Range Hood

ARP- Applied molding removable panel option

V-Grove

Standard base and
molding package 1

J Series

Removable Front Option — RF -N/C optlon
,Changes box depth to 14”- overall depth the same. There is a 5/16”
ireveal in front of box — this extends FRONT — not rear which is mounted
lbetween cabinets.
--Requires #%” of distance from top of hood to ceiling in order to lift hood
iover guide clips
E*On RF hoods there are important structural components which cannot
ibe compromised. Any cutting or moving of any structural component
iwill immediately void all warranties and may compromise the structural
-mtegrlty of the hood.

_______________________________________________________________________________________________________________________________________________________

Standard assumptions :Gram will be vertical
'Seam on front of cabinet between hardwood and plywood is highlighted
W|th aVgrove

Depth of rear box Box will be a standard 12” deep can request 13” at n/c — overall depth
'WI|| remain the same - 14” if ordered with removable front

_______________________________________________________________________________________________________________________________________________________

Height All line drawings reflect a 30” tall hood, when ordering taller hoods, the
-increase will occur in chimney and box section (pyramid height will
remaln constant for different heights

Ventilator -Stalnless Modernaire Mesh, Baffle or Imperial liner If width is an odd
_________________________________________________________ number subtract 3” for vent size, if even subtract 6” for vent width
Baffle liner Adjustment :Standard (8”) increase base height to 9”

EJRA (10”) and JDP2 (10”) increase base height to 11”

iJHW (6”) increase base height to 8.75”

iJDPl (10”) increase base height to 12”

Available Options —RF Removable front
-—ARP Applied Moldmg Removable panel
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STANISCL

DESIGN

J — Removable Front Option

RF (Removable Front Option)- JRA example
- Boxis 14” deep rather than standard 12”
- Chimney depth is 2” verses standard 3”
- There is a reveal of 5/16 on front of box

' 393 |
39 :

_-|2|?—14—-

.

o
L

Hood without Removable Face

i

p——————— 39.0000 ——————— 3.0000 — ——12.0000

30.0000

22.2500
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_STANISCL Jacksonville

DESIGN

J — Series

Standard heights of 30, 36 and 42” (custom heights available)

J- Standard Hood

N L . J- with hardwood base
Access panel option is available,

order ARP
JHW 33
j gg JHW 36
39 JHW 39
j o JHW 42
JHW 45 e N
J45 JHW 48
J 4*13 JHW 51
J5 JHW 54
j 2‘7‘ JHW 57
160 JHW 60
163 JHW 63
J- Raised Panel Arched Base J- Decorative Panel Base J- Beaded Top
*Access panel option is available, order ARP  xpccess panel option is available, order ARP  *Access panel option is available,
order ARP
JRA 33 JDP1 33 7]
JRA 36 JDP1 36 . JBT 33
JRA 39 JDP1 39 ; JBT 36
JRA 42 JDP1 42 JBT 39 s ;
JRA 45 JDP1 45 JBT 42 R [
JRA 48 JDP1 48 JBT 45 i 0 "
JRA 51 JDP1 51 JBT4s L
JRA 54 JDP1 54 JBT 51 D |
JRA 57 JDP1 57 JBT 54
JRA 60 JDP1 60 JBT 57
JRA 63 JDP1 63 JBT 60
JBT 63
J- with Raised Panel Square Base with Single J- with Raised Panel Square Base J- Raised Arched Base
Pangl . w/Beaded Top
(Horizontal Grain on base) . B JRS 33 .. *Access panel option is available,
T JRS 36 order ARP
JRSS 33 JRS 39
JRSS 36 JRS 42 JRABT 33
JRSS 39 JRS 45 F JRABT 36
JRSS 42 JRS 48 JRABT 39
JRSS 45 JRS 51° JRABT 42
JRSS 48 JRS 54 | | JRABT 45
JRSS 51 JRS 57 JRABT 48
JRSS 54 —1 | JRS 60 JRABT 51
JRSS 57 JRS 63 JRABT 54
JRSS 60 JRABT 57
JRSS 63 JRABT 60

JRABT 63
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STANISCL

DESIGN

Jacksonville

J — Series

Standard heights of 30, 36 and 42” (custom heights available)

J- Decorative Panel base w/ Beaded Top
*Access panel option is available,
order ARP

JDP1BT 33
JDP1BT 36
JDP1BT 39
JDP1BT 42
JDP1BT 45
JDP1BT 48
JDP1BT 51
JDP1BT 54
JDP1BT 57
JDP1BT 60
JDP1BT 63

J- Applied Grape Base Carving
*Access panel option is available,
order ARP

JEB 33
JEB 36
JEB 39
JEB 42
JEB 45
JEB 48
JEB 51
JEB 54
JEB 57
JEB 60
JEB 63

J- Applied Base and Chimney Carving
*Access panel option is available, order
ARP

JEBT 33
JEBT 36
JEBT 39
JEBT 42
JEBT 45
JEBT 48
JEBT 51
JEBT 54
JEBT 57
JEBT 60
JEBT 63
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SfIfA NISCL Lincoln

DESIGN L2 — Series Wall Mount Range Hood

L2 Series !
Standard Widths 30,36,42,48,54and600rcustom
Standard Heights -24 30, 36, 42 or custom
|Removable panel -Upper door panel is removable. — upper door is applied and has 1/8” reveal on
iboth sides and the top
Standard Assumptions i--Grain will be vertical on upper door and sides
i- Grain on bottom door or slab will be horizonal
\Door RULES
i‘Customers can define number of door panels on base and top — they do not have
ito be the same
iDoor RULES
- 30” wide hoods — Can have 1-2 panels not 3 if raised
i -6” base — if getting raised panels or baffle liner, base height increased to 8.75”
5 - Single upper panel — Requires MDF
-Panels — are all equal distance apart
-Upper panel — 1/8" reveal on top and two sides
- Top door — customer will define number of panels, hoods which are over 48”
AND not MDF will have 3 equal door panels. Single doors only available when
| MDF
If door on base— customer will define number of panels, hoods which are over
48” AND not MDF will have 3 equal door panels. Standard base is 6” - Base
i door must be FLAT panel or increased to 8.75” for raised. Grain on base will
5 be horizontal
i- Top depth not including applied door is 16”
Pepthofhood 2225
Ventilator iStainless Modernaire Mesh or Imperial liner
|Baffle liner Adjustment :Increase base height to 8.75”
Available option ---Horlzontal Grain —n/c
:-Upper door delete
Available customization iYes — recommended if using aftermarket vent
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SfIfA NISCI Lincoln

DESIGN

L2 — Series

*Please note single panel upper only available on Paint Grade MDF

Two panel upper only available on 48” wide or less unless MDF
L2 -1~ L2-3
L2-2
— ‘_‘-‘_‘_\_\_‘_‘_'_‘—‘———-_.___‘___‘_‘_‘_‘—

— _

1 (T

Hniiwin
e o | e
- O

L2BP- 1-1* L2BP 1-2* L2BP 1-3*

- i — P

'-_‘_‘_‘_‘_\_'_‘—‘—-—-—._

i R =

L ~— ~
= NE==

L2BP- 2-2 L2BP- 2-3 L2BP-3-3

— — _‘_F__‘_‘_‘_‘___'_‘_—‘—'—-—-—._._
- ~

_‘_\_\_‘_\_\_‘_‘_\_‘_‘_\_‘_‘_‘——
l e

= = EH
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STANISCIL Lexington

L — Series Wall Mount Range Hood

3-1/4” tall flat for
crown to wrap

Panel removes for
easier installation, —
beads hide the seam

6-1/8” between moldingsI _

Corbels are optional

L-Series with acanthus base and top

carving, ]
acanthus corbels and classic molding L-Series with Acanthus base carving )
package 1 and corbels A/12"’

Top crown not included

L Series
Standard Widths 54,60,660rcustom ]
Standard Heights 144, 50, 56 - To determine height take ceiling height minus 66” and
e plus14” Thiswill leave hood 30" aboverange. |
Removable panel 'Standard - There will be bead board behind arch with seams in two
jbeads to allow for access panel
Standard Assumptions 5-9" wide columns
i-Recess in display niche is sized for 3” puck lights
Depthofhood 222 ]
Depth of hood to tips of moldings iCIassicaI or Simple (24-1/2)
Distance moldings protrude past sides_ :O ______________________________________________________________________________________
Ventilator . Stainless Modernaire Mesh, Baffle or Imperialliner |
Baffle liner Adjustment iDoes not apply
Available Moldings (Classic, or Simple - (Basic molding is not available) |
Available option -Corbels — should be 5 x 5 x 10 or less
Available customization ties —recommended if using aftermarket vent
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STANISCL Lexington

DESIGN

L — Series

Standard heights of 44, 50 and 56” (custom heights available)

L- Standard L-Applied Acanthus Base Carving

L 5444 LAB 5444

L 6044

L 6644 LAB 6044
LAB 6644

L 5450 LAB 5450

L 6050

L 6650 LAB 6050
LAB 6650

L 5456 LAB 5456

L 6056

L 6656 LAB 6056
LAB 6656

L-Applied Acanthus Base and Top Carving

LABT 5444
LABT 6044
LABT 6644

LABT 5450
LABT 6050
LABT 6650

LABT 5456
LABT 6056
LABT 6656

Corbels are priced separately

L-Series hood are designed to accept the following corbel sizes
COR-AC2, COR-TT2, CBL-PRW3, CBL-ART3, CBL-PPC3, CBL-ARF3
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SflfA NISCL Madison

DESIGN M — Series Wall Mount Range Hood

SUGGESTED N/C OPTION 2” top rail
Panel above shelf now removes is fixed to
for easy installation. land

Order Option MRP

crown

MDP Series
K MAC SHOWN WITH
TRANSITIONAL SHELF
_________________ M Series
Standard Widths | 30,36,42,48 54and60orcustom ]
Standard Heights 24, 30, 36, 42, 48 or custom
Removable panel  if hood is getting a shelf you can request n/c removable panel |

ioption. This will oversize front door by 1/16 on each side and leave a
__________________________________________________ :seam behind shelf and one 2” downon 4" toprail. |
Standard Assumptions -Standard shelf with all but MNY unless transitional is requested

E—Corbels will be shipped attached unless otherwise requested

-Corbel size is around 5 x 5 x 10

............................................................................................................................................

............................................................................................................................................

............................................................................................................................................

Ventilator Stainless Modernaire Mesh, Baffle or Imperial liner |
Baffle liner Adjustment Does not apply

Available Shelfs  Standardortransitional
Available option iCan order hood and shelf only

Available customization Yes — recommended if using aftermarket vent |
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SfIfA NISCL Madison

DESIGN

M — Series

Standard heights of 24, 30, 36, 42 and 48” (custom heights available)

STANDARD SHELF Transitionafl shelf 1/8” radius_shelf
— comes with MNY-hoods or if
requested on any other style

M- Four Panel Front w/o Shelf** ety s a routed
M 30 ff:f
M 36 = |
M 42
M 48 B
M 54

e
Meo | /=

|

M with shelf and corbels specify style — see
next page

M- Two Panel Front w/o shelf**
MDP 30
MDP 36
MDP 42
MDP 48
MDP 54
MDP 60

Sorrento Hood Supports are
available for this hood. See
Sorrento page for details

**Removable panel option is not available on this style
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STANISCI

DESIGN

Madison

M — Series

M- w/ Shelf and Acanthus Corbels

MAC 30
MAC 36
MAC 42
MAC 48
MAC 54
MAC 60

M- w/ Shelf and Traditional

Corbels

MTT 30
MTT 36
MTT 42
MTT 48
MTT 54
MTT 60

M- w/ Shelf and Arts and Crafts Corbels

MART 30
MART 36
MART 42
MART 48
MART 54
MART 60

Standard heights of 24, 30, 36, 42 and 48” (custom heights available)

M- w/ Shelf and New York Transitional Corbel
(transitional shelf — 1/8” radius on shelf)

MNY 30
MNY 36
MNY 42
MNY 48
MNY 54
MNY 60

//—":

M- w/ Shelf and Provincial Corbels

MPSW 30
MPSW 36
MPSW 42
MPSW 48
MPSW 54
MPSW 60

M- w/ Shelf and Plain Provincial Corbels

MPPC 30
MPPC 36
MPPC 42
MPPC 48
MPPC 54
MPPC 60
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STANISCIL

DESIGN

This page left intentionally blank

700 South Glaspie Street « Oxford, Ml 48371 « (248) 572-6880 « email: sales@wood-hood.com * www.wood-hood.com

2023 63 Copyright 2023 Stanisci Design all rights reserved




- STANISCL Naples

DESIGN N — Series Wall Mount Range Hood

2” fixed top rail
to mount
crow(crown
shown for
display only

Wainscot panel removes
for easy install

Corbels are
an accessory

N-Series with arched valance,
acanthus corbels and molding package 1

Crown molding not included

N Series
Standard Widths 54,60, 66 0rcustom
Standard Heights §32, 38, 44- To determine height take ceiling height minus 66” and
.. Plus 2. This will leave hood 30” aboverange. |
Standard Assumptions -Will have a removable panel with a 4” top rail with 2” being fixed
§-54” and 60” will have two panels while wider ones will be 3 panels
E-Minimum width would be range plus 18” for legs unless building
icode requires more width
--9” wide columns
__________________________________________________ -shelf will be 12" deepatwidest
Depthofhood 122.25" for box and 18-3/4” depth tocolumns |
Depth of hood to tips of moldings ECIassicaI or Simple (23-3/8")
Distance moldings protrude_past sid ?‘_5__39': ______________________________________________________________________________________
\_/_qp_t_i_lg_t_q_r______________________________________jgtqipj_e_gg_I_\{I_Qpi_g_r_r]g_i_r_g_l_\{lgg_h,__Bg_f_f_l_e__Q[_[r:r]_pgc_e_r_igl_![n_q[ ________________________
|Baffle liner Adjustment iDoes not apply
Available Moldings Classic,or simple ]
Available option }-Corbels —should be 5x5x 10
Available customization iYes —recommended if using aftermarket vent
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STANISCL Naples

DESIGN

N — Series

Standard heights of 32, 38, 44 (custom heights available)

N- Raised Arched

NRA 5432*
NRA 6032*

NRA 6632

NRA 5438* ;
NRA 6038* '
NRA 6638

NRA 5444*
NRA 6044*
NRA 6644

N- Decorative Panel 1 Base

NDP1 5432* _
NDP1 6032* ™
NDP1 6632

NDP1 5438*
NDP1 6038*

=
NDP1 6638 @'ﬂ
NDP1 5444* Ve
NDP1 6044*
NDP1 6644

*Top center panel is two panels rather than three, due to width of hood

N-Series hood are designed to accept the following corbel sizes: . 1

COR-AC2, COR-TT2, CBL-PRW3, CBL-ART3, CBL-PPC3, CBL-ARF3

Sorrento Hood Supports are
available for this hood. See
page 63 for details
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 STANISCL Oxford

DESIGN

O — Series Wall Mount Range Hood

easier installation,
beads hide the seam

Panel removes for H

fo- _

Available with full height door
for use without corpel

M =7 | 4
\Optional pull ou %
Spice rack (2) 30" 28"
12-3/4” ’ -
. v
O Series O-Series Standard
Standard Widths 166,72,84,%00rcustom ]
Standard Heights ﬁi-60, 72, 84 or Custom
E-Bottom of mantel shelf will be 30” off range unless requested to be
__________________________________________________ higher ]
|Removable panel iStandard —There is an access panel in the bead board to allow for
e easierventilation installation. |
Standard Assumptions E-Minimum width would be range plus 18” for legs plus distance local
icode requires from combustible surface
5-9” wide columns
§6-1/8” between moldings on base
__________________________________________________ 13" niche to put puck lights if desired |
Shelf Depth . A0-1/8"overall ]
|IDepth of hood §22—1/4” of mantel shelf not including molding
.. iDepthoflegs 19-1/2" ]
Depth of hood to tips of moldings iCIassicaI or Simple
Distance moldings protrude pastsides 0" ]
Ventilator iStainless Modernaire Mesh, Baffle or Imperial liner
Baffle liner Adjustment jDoes not apply
Available Moldings (Classicor Simple ]
Available option E—Corbels —should be around 5 x 5 x 10
-Pull out spice racks
.. Legs either set up for corbels or full sizedoor ]
Available customization iYes —recommended if using aftermarket vent
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STANISCL

Oxford

DESIGN

O — Series

O- Standard

O 6660
O 7260
O 8460
O 9060

O 6672
07272
O 8472
O 9072

O 6684
O 7284
O 8484
O 9084

Standard heights of 60, 72 and 84” (custom sizes available)

O- Applied Acanthus Base Carving

OAB 6660
OAB 7260
OAB 8460
OAB 9060

OAB 6672
OAB 7272
OAB 8472
OAB 9072

OAB 6684
OAB 7284
OAB 8484
OAB 9084

Spice racks
within
lower columns.
Corbel and door
pull out to
access spice
rack. Spice rack
is maple with
three adjustable
shelves and one
fixed shelf

Order Option:
WSR

O- Applied Acanthus Base and Top Carving

OABT 6660
OABT 7260
OABT 8460
OABT 9060

OABT 6672
OABT 7272
OABT 8472
OABT 9072

OABT 6684
OABT 7284
OABT 8484
OABT 9084

Corbels shown are an accessory (see corbel selection)

O-Series hood are designed to accept the following corbel sizes
COR-AC2, COR-TT2, CBL-PRW3, CBL-ART3, CBL-PPC3, CBL-ARF3
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STANISCIL Plymouth

DESIGN P — Series Wall Mount Range Hood

2” Top fixed rail
to mount crown

on
ARP- Applied
molding removal
panel shown
P with battens
.. PSeries ]
Standard Widths 33,36,39,42,45,48,51,54,57,60, 63 orcustom
Standard Helghts 30,36,42,480rcustom
IRemovable Front Option — RF iN/C option
iChanges box depth to 16”- overall depth the same. There is a 5/16”
ireveal in front of rear box that extends past the sides
--Requires %” of distance from top of hood to ceiling in order to lift hood
lover guide clips
E*On RF hoods there are important structural components which cannot
ibe compromised. Any cutting or moving of any structural component will
iimmediately void all warranties and may compromise the structural
_____________________________________________________ integrity of thehood. ]
Applied Molding Removable - ARP - ARP —Applied molding removable panelis available |
Standard assumptions -Grain will be vertical
§—2” top fixed rail to mount crown on
i--Face is available in either traditional (2 moldings on either side of front
iface) or transitional (no moldings)
_____________________________________________________ i-over 48” wide and with battens willhaveStotal |
|IDepth of rear box iBox will be a standard 12” deep can request 13” at n/c — overall depth will
iremain the same
_____________________________________________________ Box depth is 16” if ordered with Removable Front option (RF) |
Depth of hood 199 75
Depth of hood to tips of moldings 1523-3/8” or 22.25” if HW base
Distance moldings protrude past sides 150~
Ventilator iStainIess Modernaire Mesh, Baffle or Imperial liner - - If odd number
_____________________________________________________ iwidth subtract 3” for vent size, if even subtract 6” for vent width |
Baffle liner Adjustment lncreasebaseheightto875”
Available Options - (RF) Removable Front Option

i— (ARP) Applied Molding access panel
- Battens- under 48” will have 2 while 48” and over will have 3

.....................................................................................................................................................

Available customization iYes — recommended if using aftermarket vent
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- STANISCL Plymouth

DESIGN P — Series Wall Mount Range Hood

RF (Removable Front Option)- P Example
Box is 16” deep rather than standard 12”
- There is a reveal of 5/16 on front of box
Must be able to lift face up by at least 3/4” to set face into clips

39.625 i r— 16.000 —"1

39.000

P- base with molding and Traditional Face

Standard heights of 30, 36, 42 and 48” (custom heights available)
P- with Applied Molding

P- Standard Hood-traditional face P- Standard Hood with Baton option
Traditional face removable panel
option- traditional face
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- STANISCL Quebec

DESIGN Q - Series Wall Mount Range Hood

Panel above shelf now removes
; — for easy installation.
: *\ Order Option MRP 2" top rail is

fixed to land

1/8” radius on shelf

’ edges

Q-Series Hood with Bracket Corbels and Full
Length Shelf 36 x 30.
Crown molding not included

__________________ QSeries

Standard Widths 30,36,42,48 54and60orcustom ]

Standard Heights §24, 30, 36, 42, 48 or custom

[Removable panel Can request n/c removable panel option. This will oversize front |
idoor by 1/16 on each side. There will be a seam behind shelf and
:another seam 2” down on 4” top rail.

Standard Assumptions ~~ i-Corbels will be shipped attached unless otherwise requested |
E-Corbel size is 5 x5 x 10 Brackets are 1"wide x 6" deep x 8 1/2" tall

Pepthofhood T post

Shelf Depth 16-3/4" x 1” thick

IDistance moldings protrude past sides 0”

Ventilator ____________Stainless Modernaire Mesh, Baffle or Imperialliner |
|Baffle liner Adjustment :Does not apply

Available option Sorrento Hood supports ]
Available customization Yes — recommended if using aftermarket vent |
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STANISCI

Quebec

DESIGN

Q — Series

Standard heights of 24, 30, 36, 42 and 48” (custom sizes available)

Q- w/ Shelf and Acanthus Corbels

QAC 30
QAC 36
QAC 42
QAC 48
QAC 54
QAC 60

QART 30
QART 36
QART 42
QART 48
QART 54
QART 60

Q- w/ Shelf and Plain Provincial Corbels

QPPC 30
QPPC 36
QPPC 42
QPPC 48
QPPC 54
QPPC 60

Q- w/ Shelf and Traditional Corbels

QTT 30
QTT 36
QTT 42
QTT 48
QTT 54
QTT 60

QPRS 30
QPRS 36
QPRS 42
QPRS 48
QPRS 54
QPRS 60

Q- w/ Simple Brackets

QBKT 30
QBKT 36
QBKT 42
QBKT 48
QBKT 54
QBKT 60

Sorrento Hood Supports are
available for this hood. See
Sorrento page for details
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SflfA NISCL Rochester

D E S| G N g ies Wall Mount Range Hood

2” fixed rail to mount

Panel removes for T i —

easier installation  ——_ B ‘J

5” shelf depth o

—

12-3/4” to top

of shelf
R-Series with Raised Panel Top —
RRP is shown*
Crown molding is not included
__________________ RSeries |
Standard Widths 30,36,42,48, 54and60orcustom
Standard Heights §24, 30, 36, 42, 48 or custom
Removable Panel Standard -n/c removable panel. |
iThis will oversize front door by 1/16” on each side. There will be a
'seam behind shelf and another seam 2” down on 4” top rail.
Standard Assumptions ~ Brackets will be shipped attached unless otherwise requested |
__________________________________________________ 1-30” and 36” wide hoods will have 2 panelsnotthree |
Depthofhood 2225 ]
Shelf Depth §5”

............................................................................................................................................

............................................................................................................................................

Ventilator ‘Stainless Modernaire Mesh, Baffle or Imperial liner |
Baffle liner Adjustment iDoes not apply

Available Shelfs ‘é’c’&ié&]&'b’?s’iﬁ%}iié """"""""""""""""""""""""""""""""""""""""""
Available option ’éUBb'éF&BEE delete ]
A'v'é}iéBié'éU;iBh%}'zét'{&r{""""""""""'@Vé;"-' recommended if using aftermarket vent |
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STANISCL

DESIGN

Rochester

R — Series

Standard heights of 24, 30, 36 and 42” (custom heights available)

RRP — R Raised Panel

RRP30*
RRP36*
RRP42
RRP48
RRP54
RRP60

RFP — R Flat Panel

RFP30
RFP36
RFP42
RFP48
RFP54
RFP60

*RRP30 wide and RRP36 wide will have a two panel top, all others will have three

RFPA — R Flat Panel with Acanthus onlay

RFPA30 R
RFPA36 -
RFPA42
RFPA48
RFPA54
RFPAGO
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STANISCL Springfield

DESIGN

S — Series Wall Mount Range Hood

| s
e
S-Series with standard base, simple S-Series RA base and simple
molding package 2 - shown - top molding package 2 - shown - top
panel is an applied removable panel panel is an applied removable panel
S Series :
Standard Widths _ 133,36,39,42,45,48,51,54,57,60,63 orcustom
Standard Heights ~ 124,30,36,42,480rcustom
|Removable Option 'Standard - Upper door is removable — secured by clips for
. ventilationinstallationaccess
Standard assumptions i--top fixed frame is 1-3/4”
__________________________________________________ Upper door will_have 3 panels unless requested otherwise
|Depth of rear box iRear box will be 18” deep to panel or 17-1/4” deep not including
__________________________________________________ PaNel
Depthofhood 2205

Depth of hood to tips of moldings j23—3/8"

Base Height §10” base not including molding

Ventilator ‘Stainless Modernaire Mesh, Baffle or Imperial liner - - If odd number
__________________________________________________jY‘_’_i‘_j_t_h_iU_'?_t_r_?_C_t__3_'_'_f9_r__V_‘?_"!'E_S_i_z_?_'_i_f__‘?Y_‘?f‘__S_L_’_b_'EfE_’_C_’E§7-f9'ﬁ.‘!?f.‘f‘-‘.".’iqth ______
Baffle liner Adjustment ESRA (10”) and SDP2 (10”) increase base height to 11”
__________________________________________________ SDP1(10”) increase base heightto 12"
Available Moldings Classic, Simple orBasic .
Available Options Upper door delete

Available customization ~~ Yes—recommended if using aftermarketvent
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STANISCIL

Springfield

S — Series

W- Hardwood Base

S- Raised Panel Base

S- with Raised Panel Square Base with Single Panel
(Horizontal Grain on Base)

DESIGN
Standard heights of 24, 30, 36 and 42” (custom sizes available)
S- Standard Hood (Top panel is an appligﬂ panel)
5% o SHW 33
S 39 SHW 36
S 42 SHW 39
S 45 SHW 42
S48 SHW 45
S 51 SHW 48
ggg %Eaaﬁﬁﬁﬁﬁéxff SHW 57
S63 = SHW 60
SHW 63
S- Raised Panel Square Base
SRS 33 SRA 33
SRS 36 SRA 36
SRS 39 SRA 39
SRS 42 SRA 42
SRS 45 SRA 45
SRS 48 SRA 48
SRS 51 SRA 51
SRS 54 SRA 54
SRS 57 SRA 57
SRS 60 SRA 60
SRS 63 SRA 63
S- Decorative Panel Base 1
SDP1 33
SDP1 36 SRSS 33
SDP1 39 SRSS 36
SDP1 42 SRSS 39
SDP1 45 SRSS 42
SDP1 48 SRSS 45
SDP1 51 SRSS 48
SDP1 54 SRSS 51
SDP1 57 SRSS 54
SDP1 60 SRSS 57
SRSS 60

SDbP163 SDP2 33 SRSS 63

SDP2 36

SDP2 39 ~

SDP2 42

SDP2 45

SDP2 48

SDP2 51

SDP2 54

SDP2 57 S

SDP2 60 z

SDP2 63
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SfIfA NISCL Thompson

DESIGN T — Series Wall Mount Range Hood

W‘h Optional ARP option - Removes for easy access

r —— . T-Series with optional arched base
L/ ) and molding package 1

top crown molding is not included*

T Series 5

..........................................................................................................................................................

Standard Heights -42” Custom heights available

1
.......................................................... g

|Removable Top option (RT) i-N/C option which is available — does not change appearance

-Not available on 30” wide hoods

i—requires %" of distance from top of hood to ceiling in order to lift hood
iover guide clips

E*On RT hoods there are important structural components which cannot be
icompromised. Any cutting or moving of any structural component will
iimmediately void all warranties and may compromise the structural
:integrity of the hood.

Standard Assumptions ;Gram will be vertical unless specified otherwise
:30” wide must get base height adjustment if using ISL (IPL not available at
'30” wide)

Depth of hood to tips of moldings iHardwood or Stainless base (22-1/4)
iCIassicaI , Simple & Basic (23-3/8)

..........................................................................................................................................................

|Distance moldings protrude past sides ESS or Hardwood - 0”
iCIassicaI , Simple & Basic add 2-1/4” to overaII width

|Baffle / Imperial (if 30”) liner Adjustment -30” wide must get base helght adjustment if using ISL (IPL not available at
:30” wide)

iTHW (6”) increase base height to 8.75”

ETDPZ (10”) and TRA (10”) increase base height to 11”

'TDPl (10”) increase base height to 12”

..........................................................................................................................................................

Available options i- Stainless Steel baffle base
i- RT- Removable top
- ARP- Applied molding removable panel front

.......................................................... g

Available customization iYes —recommended if using aftermarket vent
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STANISCL

Thompson

DESIGN

T — Series

7-13/16"-
Between

Classical
Molding

7-3/4" —
Simple

Molding
\

*- Will accommodate a 6”round or smaller
SS= Stainless base with baffle liner included
HW- Hardwood base

427

¥ 22.25” for box or
23-3/8”
To the tips
of the molding if applicable

A B C D E
Width of Hood Tips of Base Ht Chim Depth Chim Width

mlds Between

molding

*30” 32.25” 10~ 127 9.5”
*30” HW or SS NA 6” 12.75” 117
36” 38.25 107 12” 15.5”
36” HW or SS NA 6” 12.75” 177
42> 44.25” 10~ 127 21.5”
42” HW or SS NA 6” 12.75” 23”
48” 50.25” 107 12” 27.5”
48” HW or SS NA 6” 12.75” 29”
54” 56.25” 10~ 127 33.5
54” HW or SS NA 6” 12.75” 35”
60” 62.25” 107 12” 39.5”
60” HW or SS NA 6” 12.75” 41”

Available RT option
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- STANISCL Thompson
T — Series

T- Standard Hood T- Hardwood base T- Stainless base with baffle liner

*Access panel option is available *Access panel option is available *Access panel option is available
T 36 THW 30 TSS 30
T42 THW 36 TSS 36
T 48 THW 42 TSS 42
T 54 THW 48 TSS 48
T 60 THW 54 TSS 54
T HW 60 TSS 60

T- Raised Panel Square Base

TRS 36
TRS 42
TRS 48
TRS 54
TRS 60

T- Decorative Arched Base
*Access panel option is available

TDP1 36
TDP1 42
TDP1 48
TDP1 54
TDP1 60

T- Raised Panel Square Base with Single Pane
(horizontal grain on base)

| T- Raised Panel Arched Base
*Access panel option is available

TRSS 36 TRA 36
TRSS 42 TRA 42
TRSS 48 TRA 48
TRSS 54 TRA 54
TRSS 60 TRA 60
T- Standard Base w/ Beaded T- Raised Panel Arched Base
Top w/ Beaded Top
*Access panel option is available *Access panel option is available
TBT 36 TRABT 36
TBT 42 TRABT 42
TBT 48 TRABT 48
TBT 54 TRABT 54
TBT 60 TRABT 60
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SflfA NISCL Thompson

DESIGN

T — Series

T- Decorative Arched base w/ Beaded Top T- Standard Base w/ Removable Raised T- Applied Grape Base Carving
*Access panel option is available Panel Top with Removable Raised Panel Top

TDP1BT 36 TRT 36 TRTEB 36
TDP1BT 42 TRT 42 TRTEB 42
TDP1BT 48 TRT 48 TRTEB 48
TDP1BT 54 TRT 54 TRTEB 54
TDP1BT 60 TRT 60 TRTEB 60
_ T- Applied Grape Base Carving T- Applied Grape Base and Chimney
T- Raised Panel Arched Base w/ Beaded Top Carving w/ Beaded Top
w/ Removable Raised Panel Top *Access panel option is available *Access panel option is available
TRART 36 TBTEB 36 TBTEBT 36
TRART 42 TBTEB 42 TBTEBT 42
TRART 48 TBTEB 48 TBTEBT 48
TRART 54 TBTEB 54 TBTEBT 54
TRART 60 TBTEB 60 TBTEBT 60
T- Applied Grape Base Carving I— Applied Grape Base and Chimney Carving
*Access panel option is available Access panel option is available
re= TEB 36 TEBT 36
TEB 42 TEBT 42
TEB 48 TEBT 48
| TEB 54 TEBT 54
_ \\ \ TEB 60 TEBT 60
\\'. -.II "::'II'|
IL--JI?:

Sorrento Hood Supports are
available for this hood. See
Sorrento page for details
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STANISCI VALUE LINE HOODS

DESIGN

Please note that the VALUE LINE hoods are located at the end of the
hood section of the binder on glossy paper. These hoods are different
than our regular hoods in that

-No modifications are allowed
-Offered in limited sizes
-Offered in limited species

-Are excluded from any displaying dealer discounts
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_STANISCL Washington

DESIGN W — Series Wall Mount Range Hood

= “H—H& .
Wainscot panel
removes for easy\WL

install H H

|
I

L~ —
W-Series with standard base ptional pull out
and corbels 1 Spice rack (2)
W-Series with arched valance, L — e
and corbels 12-3/4” L
L L
W Series

Standard Widths 66,72,84,900rcustom ]
Standard Heights -60, 72, 84 or Custom

i—Bottom of center section will be 30” off range unless requested to
e behigher ]
Removable panel iStandard — Wainscot panel removes — has a 2” top fixed rail to mount
e foTOWRON
Standard Assumptions E—Minimum width would be range plus 18” for legs plus distance local

icode requires from combustible surface

-9” wide columns
2" top fixed rail for crown — 4" total ]
ShelfDepth &8 overall ]
Depth of hood i22-1/4 depth of mantle shelf without molding
__________________________________________________ Depthoflegs18:3/4 . ... |
Depth of hood to tips of moldings iCIassicaI or Simple or Basic = 23-3/8”
Distance moldings protrude pastsides 0" |
Ventilator Stainless Modernaire Mesh, Baffle or Imperial liner |
Baffle liner Adjustment '‘WRA (10”) and WDP2(10”) increase base height to 11”
__________________________________________________ WDP1 (10”) increase base heightto12”
Available Moldings IClassic,or Simpleorbasic |
Available option ﬁi—CorbeIs —should be around 5 x 5 x 10

i—PuII out spice racks
__________________________________________________ I- Legs either set up for corbels or full sizedoor |
Available customization IYes — recommended if using aftermarket vent

700 South Glaspie Street « Oxford, Ml 48371 « (248) 572-6880 « email: sales@wood-hood.com * www.wood-hood.com

2023 81 Copyright Stanisci Design 2023 all rights reserved



STANISCIL

DESIGN

Washington

W — Series

W- Solid Valance

W 6660
W 7260
W 8460
W 9060

W 6672
W 7272
W 8472
W 9072

W 6684
W 7284

W 8484
W 9084

W- Decorative Base Panel

WDP1 6660
WDP1 7260
WDP1 8460
WDP1 9060

WDP1 6672
WDP1 7272
WDP1 8472
WDP1 9072

WDP1 6684
WDP1 7284
WDP1 8484
WDP1 9084

W- Arched Valance

WRA 6660
WRA 7260
WRA 8460
WRA 9060

WRA 6672
WRA 7272
WRA 8472
WRA 9072

WRA 6684
WRA 7284
WRA 8484
WRA 9084

Spice racks within
lower cabinet.

Corbel and door pull out to
access spice rack. Spice rack is maple
with three adjustable shelves and one

fixed shelf

Order Option: WSR

Corbels shown are an accessory (see corbel selection)

W-Series hood are designed to accept the following corbel sizes:
COR-AC2, COR-TT2, CBL-PRW3, CBL-ART3, CBL-PPC3, CBL-ARF3
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X-Cross
X — Series Wall Mount Range Hood

o =—
T T——-—“_‘“—jy-—_

D T‘—___:\_:
| a— |
— e

XRA-Series with provincial corbels with classical
molding package 1 shown in Rustic alder Corbels are optional

*corbels must be ordered separately
crown molding not included

X Series

30 36, 42, 48, 54 and 60 or custom

[ R

i(example a 42” hood will get the 42” liner)

E-Corbels will be shipped attached unless otherwise requested
i-Cqumn Width is 8-3/4”

--Corbel size isaround 5 x5 x 10

[Depth of hood includingleg _2_4_ 3/8” from backto frontofleg |
Shelf Depth 9 1/2” deep

Distance moldings protrude pastsides 0°
Molding Options F.'.%??.'EP.E.S!O?R'.@ ____________________________________________________________________
Ventllator Stamless Modernaire Mesh, Baffle or Imperial liner

Available customization
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STANISCIL

DESIGN

X-Cross

X — Series

Standard heights of 24, 30, 36 and 42” (custom heights available)

X- Standard Valance

XRA 3624
XRA 3630
XRA 3636 .

Removable panel is not available
Corbels are optional

XRA 3642

XRA 4224
XRA 4230
XRA 4236
XRA 4242

XRA 4824
XRA 4830
XRA 4836
XRA 4842

XRA 5424
XRA 5430
XRA 5436
XRA 5442

XRA 6024
XRA 6030
XRA 6036
XRA 6042
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STANISCIL Zenith

D ES I G N =200 series Wall Mount Range Hood

2200 Series
Standard Widths 33,36, 39, 42, 45,48, 51, 54,57, 60, 63 or custom |
StandardHeights  130,36,42,480rcustom
Removable Front Option—RF iN/Coption

iChanges box depth to 16”- overall depth the same. There is a 5/16”

ireveal in front of rear box

i—requires %" of distance from top of hood to ceiling in order to lift

thood over guide clips

E*On RT hoods there are important structural components which

icannot be compromised. Any cutting or moving of any structural

icomponent will immediately void all warranties and may
... icompromise the structural integrity of thehood. |
Standard assumptions 52” top rail on top of hood

‘Hoods which are 48” or under in width will have vertical grain on

icurved section — hoods over that will have horizontal grain on

isloped section

iRadius of slope will change as hood increases in height

:Not available under 30” tall

.........................................................................................................................................

Ventilator 'Stainless Modernaire Mesh, Baffle or Imperial liner - - If odd

inumber width subtract 3” for vent size, if even subtract 6” for vent
_________________________________________________ Width
Baffle liner Adjustment ilncrease base height to 8.75” — REQUIRES Min height of 31” tall
Available Options - (RF) Removable Front Option

i- CURVED BATTENS — NOT AVAILABLE ON THIS HOOD

.........................................................................................................................................

Available customization Yes — recommended if using aftermarket vent
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SfIfA NISCI Zenith

DESIGN Z200 - Series

RF (Removable Front Option)- Z200 Example
- Full front of hood (including face frame ) removes for easier
installation
- Box is 16” deep rather than standard 12”
- There is a reveal of 5/16 on front of box

- Must be able to lift face 34" up to put on over clips

398

39 ~— 16.000 —=

Z200 Standard Hood
(Standard widths- custom width and
heights available)

Z200- 33
Z200- 36
Z200- 39
Z200- 42
Z200- 45
Z200- 48
Z200- 51
Z200- 54
Z200- 57
Z200- 60
Z200 -63
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STANISCIL

DESIGN

This page left blank on purpose
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S I A |ﬂ I S! : Iw Sorrento Decorative Hood Support

DESIGN

Cabinet Accessory

Sorrento hood supports are a totally new product. Specifically designed to be placed under wood range
hoods they offer a distinctive visual statement and additional storage. They are not intended to support
the hood, their function is decorative.

Different widths and styles are available with standard built in spice racks.

Showroom by Builder Preferred Cabinetry, Inc.- KS
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STANISCIL.!| Sorrento Hood Supports

DESIGN

= = T/ L e e
SN W
LAY A B i
.\'. % '\:'.I Y Y X "::'. \ !
! Il'u I \ II|II Il .I'n ) IIII Il |'Ir | f
'l 1 \ ] | | L/ [} i
. L~ 1~ \1'
Door Panel Hybrid slab one side door panel the
Slab sides sides y P

other, sold in mirror pairs

Most hoods look good with a 6” hood support, these designs include
G, T,E,D,B, M, Q, H2

Other hoods can accommodate the wider 9” hood supports and look proportional. These hood designs
include the H, N and U.

Custom hoods can also include hood supports.
There are three options to be selected when specifying a hood support
1.) Side type:

A.) Solid flat slab on both sides

B.) Door panels on both sides.

C.) Hybrid slab on one side door panel on the other we call this a hybrid
design, they are sold in mirror pairs.

2.) Door Front: 9” wide Hood Supports can accommodate either a door on the face or a slab panel, 6” must
have a slab panel or a door with a flat center panel.

3.) Bottom Plate: All supports with or without bottom plate will be 28” or 30” tall
Please note that fillers with be added to the hood for the supports to sit under and the liner specified will be

reduced by the width of the supports. The hood must be wider then the cooking surface under it and many
building codes require spacing between the cooking surface and flammable objects. Please follow local

codes.
Spice Rack is
standard
Slab flat N
panel Door Bottom
panel Plate
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STANISCL

DESIGN

Sorrento Cabinet Supports

6” or 9”

12-7/8 <

14-3/4

5-7/8 28”7

Comes
STANDARD with
Spice Rack - n/c

1. Side Choice:

Slab both sides — n/c

Panel both sides — not recommended if mounted against
cabinets

Hybrid
Slab on outside and
panel on inside

2. Base Plate:

28” tall — no base plate — n/c

28” + 1” for base plate S Y

3. Front:

No front door, slab front — n/c

Front door, must be flat panel U
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STANISCIL

DESIGN

This page left blank on purpose
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 STANISCL Custom Hoods

DESIGN Made to Order

Stanisci Design will make modifications to our hoods or build your custom designs. We will
engineer your design to fit our ventilation units and provide a complete functioning custom
wood range hood canopy. Please contact us for more information. A quick or detailed
drawing or a photo from houzz will help us understand the look you are going for.

Visit us on houzz and facebook to see many more....

¥ houzz o @ Pinterest
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STANISCI. | Custom Quoting Procedure:

DESIGN

QUICIK & SIMPL

1. Communicate what the hood or valance you are looking for looks like. This does
not need to be to scale or have all the detail. We have found pictures or drawings
are usually the easiest and quickest method to communicate the essence of the
design you are looking for. Common things sent to us are.

a) Pictures
b) Hand drawn rough sketches

c) Catalog pages of current designs with the modifications identified.
2. Identify the wood species, width and height of the hood or valance.

Fax to us at 248-572-6884 or email at sales@wood-hood.com

4. Stanisci Design will provide you a quote for your project. 98% of all custom quotes
are completed within one business day. During this part of the quoting process,
Stanisci Design will make recommendations on any changes which would reduce
cost or otherwise improve the project. If you are having us modify a hood with a
competitors ventilation, unless otherwise requested, we will also provide a quote
with a comparable ventilation from Stanisci Design. This will allow you to compare
units.

5. At time of order, Stanisci Design will provide a CAD drawing if necessary which will
ensure we have adequately captured all your requirements.
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